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Parameters

climatic class 3
temperatures range 3M1 (+2°C ÷ +5°C)

3M2 (+4°C ÷ +7°C)
3H1 (+7°C ÷ +10°C)

refrigerant (HC) R-290
rated voltage 230 V~ / 50 Hz
rated power 160 W
defrosting automatic
condensate drain into container

Refrigerating unit
• 3rd climatic class
• Inverter plug-in unit powered with ecological R-290 refrigerant
• Dynamic cooling
• Electronic temperature controller with display
• Defrost water collection container

Housing
• Stainless steel, hinged doors
• Device covers with actuator system
• Housing made of grinded stainless steel
• Overrun threshold for easy unloading and loading of waste 

containers

Interior 
• Insulated storage chamber bottom made of grinded stainless 

steel
• Storage chamber interior without partition
• Chamber walls made of "mirror" stainless steel

 

model  SCh - Z BIN2 

width  196 cm 

depth 90 cm 

height 128,5 cm 

interior width 2x66,5 cm 

interior depth 78 cm 

interior height 107,5 cm 

usable capacity 1200 l 

waste bin capacity 2x240 l  

Waste bins aren’t included in the equipment. 

 
 

 

 

Device finish

Specialist coolers

Waste cooler BIN2
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